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Product Identification No.

Field of Application

Anwendungsbereich

Owner of Certificate
Zertifikatinhaber

Distributor
Vertreiber

Product Category
Produktart

Product Description
Produktbezeichnung

Model
Modell

Countries of Destination
Bestimmungsldnder

Test Reports
Priifberichte

Test Basis
Priifgrundlagen

Date of Expiry / File No.
Ablaufdatum / AZ

18.03.2021 K8 A-1/2

EU Gas Appliances Regulation (EU/2016/426)
EU-Gasgeréteverordnung (EU/2016/426)

Kiuhme Armaturen GmbH
Am Vorort 14, D-44894 Bochum

Kihme Armaturen GmbH
Am Vorort 14, D-44894 Bochum

accessories for gas appliances/pressure equipment: Automatic shut-off
valve (4128)

Automatic shut-off valve with pneumatic actuator as fast-shut-off valve or
control-fast-shut-off valve

KVH; KVH/R; KVH/S

DE

type testing: 968/FSP 1839.03/21 from 02.02.2021 (TRG)

EU/2016/426 A 11l B (09.03.2016)
DIN EN 161 (01.04.2013)
DIN EN 16678 (01.02.2016)

02.02.2031 / 19-0209-GEE
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A-2/2 CE-0085CU0122
Gas Category Remarks
Gasart Bemerkungen

fuel gases according to G260

Type
Typ

Technical Data
Technische Daten

Bemerkungen

KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S
KVH; KVH/R; KVH/S

KVH; KVH/R; KVH/S

nominal diameter: DN 50, ANSI 2"
max. operating pressure: 40 bar
nominal diameter: DN 65, ANSI 2 1/2"
max. operating pressure: 40 bar
nominal diameter: DN 80, ANSI 3"
max. operating pressure: 40 bar
nominal diameter: DN 100, ANSI 4"
max. operating pressure: 40 bar
nominal diameter: DN 125, ANSI 5"
max. operating pressure: 40 bar
nominal diameter: DN 150, ANSI 6"
max. operating pressure: 40 bar
nominal diameter: DN 200, ANSI 8"
max. operating pressure: 40 bar
nominal diameter: DN 250, ANSI 10"
max. operating pressure: 40 bar
nominal diameter: DN 300, ANSI| 12"
max. operating pressure: 40 bar

Type Variation Explanations

Ausfiihrungsvariante Erlduterungen

KVH fast-shut off valve

KVH/R fast-shut-off valve with hydraulic opening delay
KVH/S combined control-fast-shut-off valve

Hints of Utilization /Remarks
Verwendungshinweise / Bemerkungen

Connection: both side flanges or welding ends
Allowable ambient temperature range: -29...+80 °C
Allowable working temperature range: -29 °C ... 180 °C

Valve class acc. EN 161: A
Valve group acc. EN 161: 2

Control medium: air 4 ... 8 bar

Installation position: any

Materials: GP240GH; P250GH, 16Mo3; 13CrMo4-5; GS17CRMo05-5; GX5CrNiMo19-11-2; X6CrNiMoTi17-12-2;
GX5CrNiMoNb19-11-2; X6CrNiMoTi17-12-2; GX5CrNiMoNb19-11-2; GX5CrNiMoNb19-11-2; SA 216; SA 105; SA 182; A

217; SA 351




